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OPERATING INSTRUCTIONS  

 

WARNING:  To ensure operator safety and efficient operation of the 

CaviblasterTM, it is essential to follow these instructions. 

 
Preparing the CaviblasterTM unit:  

 

1. Inspect the CaviblasterTM power unit, hoses and lance for any signs of damage. 
 

2. Check oil, coolant and fuel levels: 

Proper oil level in pressure pump (sight glass on back of pump) (Figure 1).  Proper oil 

(Figure 2) and coolant (Figure 3) levels in engine.  Off-road diesel fuel level (Figure 4). 
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3. Fill appropriate fluid(s) to proper level(s) as necessary and per operatorôs manuals. 



 

4. When feeding the CaviblasterTM with the feed pump (Figure 5), connect the 1-1/2ò diameter 

clear PVC feed hose to the inline strainer (Figure 6).  The hose has a suction strainer on one 

end and a stainless steel female cam-lock on the other end.  Ensure that the feed hose is 

connected to the inline strainer and that the suction strainer is securely submerged in the 

water prior to starting the feed pump.  Either fresh water or seawater can be used with this 

unit. 

 

When feeding the CaviblasterTM with a 

pressurized water source, the source must be 

able to supply water at a volume of over 20 

gallons per minute at a maximum 70-psi.  

Connect the water source to the inline 

strainer (Figure 6).  Ensure that the feed hose 

is connected to the strainer prior to starting 

the pressure pump. 
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Figure 5 

 

5. Connect the 1ò diameter red rubber bypass 
hose to the cam-lock plug under the pressure 

regulator (Figure 7).  The hose has a stainless 

steel female cam-lock on one end.  Direct the 

bypass hose away from the working area and 

secure the hose. 

 

6. Connect the 3/4ò diameter black high-

pressure hose to the male JIC fitting on the 

pressure regulator (Figure 7).  The high-

pressure hose has a stainless steel female JIC 

fitting on the end.  The YC-2040 CaviblasterTM 

can deliver the required pressure utilizing up 

to 600 feet of 3/4ò hose.  Using greater 

lengths or smaller diameters of hose may 

degrade performance. 
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Starting the CaviblasterTM unit:  

 

1. Ensure that the feed pump clutch and power takeoff (ñPTOò) levers are in the ñoffò positions 
(Figures 5 and 8). 

 

2. Open the fuel feed valve (Figure 9). 
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Schematic 1 
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3. Connect the air hose to the air starter 

(Figure 10), open the valve, start the 

engine, shut off air supply to the air 

starter, close the valve and adjust the 

throttle  to operating speed (Figure 11). 
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4. If using the feed pump, ensure that 

the three-way valve is set to route 

water to the feed pump (red handle 

horizontal) and that the ball valve 

after the feed pump is open (yellow 

handle horizontal) (Figure 12).  Start 

the feed pump by moving the clutch 

lever to the ñonò or up position 

(Figures 12 and 13). 
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